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TECHSHEET 
Wireless webeyeFOG - TRx Videofied Wiring 
 
Videofied configuration 
 
It is recommended that prior to performing any wiring, the following parameters are configured for Prog 
Output 1 & 2 on the Videofied panel. 
 
Access Level 4 > Configuration > General Parameters > Programmable Outputs > ProgOutput1/2 (Ensure 
disabled) > Length Active. (300s) > Remote Control (enabled) > Event Type (e.g. Intrusion) 
 
It is advised to name the outputs according to their function.  

• Prog Output 1: Arm or Set 
• Prog Output 2: Trigger or Fog 

 
 

Wiring Videofied XT Series to TRx 
 
Once configured, commence with wiring the TRx to the Videofied system as shown below. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Shorting KEY and (–) to ARM system 

Connects to (–) of 12V battery 

Connects to (+) 
of 12V battery 
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TECHSHEET 
Pairing TRx with wireless webeyeFOG 
 

1. Ensure the wireless webeyeFOG is powered on. 
2. Remove shorting KEY from the TRx. 
3. Trigger Prog Output 1 on the videofied system, this will power the TRx.  
4. After 1 minute, press and hold the programming button SW1 on the TRx for approx. 6 seconds, 

until the LED of line 1 is on. 
5. Press SW2 (Wall Sensor) and SW3 on the Wireless webeyeFOG you wish to pair to. Upon 

successful pairing, the LED will flash. 
6. If you wish to pair another Wireless webeyeFOG at this point, press the programming button SW1 

on the TRx for 1 second. 
7. Repeat steps 2 – 4 until all required devices are paired. 
8. To exit programming, press SW1 until the LED is off. 
9. Re-insert the shorting KEY into the TRx to arm the system. 

 
NOTE: Even when down powered, the TRx will remain paired to the wireless webeyeFOG. 
  
 
Operation process 
 

• When Prog Output 1 is triggered it will complete the 12V circuit and apply power to the TRx. 
• After 1 minute the unit will be fully ARMED (due to the key short) and ready to be triggered. 
• Triggering Prog Output 2 will activate L1 on the TRx and communicate with the Wireless 

webeyeFOG. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


